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High performance membrane High retention, superior flow. 

Delivers low particle chemicals quickly to the point-of-use.

Available in retention ratings of
0.05 µm, 0.1 µm, and 0.2 µm

Provides excellent small particle retention to ensure minimal 
particles remain on wafer surface.

Super Type Pillar fittings and
Flaretek compatible fittings

Installation flexibility. Makes retrofit easy and inexpensive.

All-fluoropolymer construction Low extractables. Does not contaminate pure processes.

Compact, disposable unit Requires less space for changeout. Allows quick installation and 
minimizes downtime while limiting the handling of hazardous 
chemicals during the installation and disposal processes.

High performance, cost-effective disposable filters for low flow applications  

Fluoroline ™

P1000, P1500, and P3000 Filters

Product Features Product Benefits

Optimized for Low Flow 
Filtration
Fluoroline high performance filters provide 
optimum performance in low flow applications at 
flow rates up to five liters per minute.  Constructed 
entirely of Teflon® fluoropolymer resin, these cost-
effective filters provide compatibility with a wide 
range of acids, bases, and non-flammable solvents at 
ambient temperatures. 

Compact, Clean Design - Less Handling
A compact size permits space-saving design, and 
Super Type Pillar® fittings and Flaretek® compatible 
fittings allow installation flexibility. Filter changeout 
time is reduced due to the convenient disposable 
design which also minimizes exposure to chemicals. 

Superior Manufacturing
• Manufactured in a world class, ISO 9001 Quality 

Systems Standard facility
• Manufactured, tested, and packaged in a 

cleanroom to ensure product cleanliness
P1000 P1500P3000
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Fluoroline P1000, P1500, and P3000 Filters - Dimensions
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Fluoroline P1000, P1500, and P3000 Filters - Ordering Information

Materials Membrane: PTFE
Supports, Molded Parts:  PFA

Membrane Area P1000: 1,000 cm2

P1500: 1,300 cm2

P3000: 3,000 cm2

Operating 
Conditions

Maximum Inlet Pressure:
 0.40 MPa (4.0 bar, 60 psi) @ 25° C
Maximum Forward Differential Pressure: 
 0.35 MPa (3.5 bar, 50 psid) @ 25° C
Maximum Reverse  Differential Pressure:
  0.29 MPa (2.9 bar; 42 psid) @ 25° C

Consult our applications specialists with any questions.
Fluoroline, Mykrolis and the Mykrolis logo are trademarks of Mykrolis Corporation.
Flaretek is a trademark of Entegris, Inc.
Pillar is a trademark of Nippon Pillar Packing Company, Ltd.
Teflon is a trademark of E.I. du Pont de Nemours and Company.

Lit. No.  PF315   Rev. C   13 January 2004  
Printed in the U.S.A. © 2001-2004 Mykrolis Corporation.  All rights reserved.  

Legal/Trademarks: www.mykrolis.com/corporate.nsf/docs/legal
Worldwide Offices: www.mykrolis.com/corporate.nsf/docs/worldwide
UNITED STATES OF AMERICA   
(+1) 978-436-6500 Billerica, MA      
(+1) 972-359-4000 Allen, TX
(+1) 858-452-0124 San Diego, CA

JAPAN
(+81) 3-5442-9718 Tokyo
(+81) 92-471-8133 Kyushu
(+81) 6-6390-0594 Osaka

EUROPE 
(+33) 4-76-35-73-50 

ASIA 
(+65) 6 745-2422  

Retention Rating

PFF

Fittings

Fluoroline P1000 - Ordering Information

Z = 0.05 µm 4P = 1/4” inlet/outlet, 1/4” vent/drain Super Type Pillar Fittings
6P = 6 mm inlet/outlet, 6 mm vent/drain Super Type Pillar Fittings
4F = 1/4” inlet/outlet, 1/4” vent/drain Flaretek Compatible Fittings

01P

V = 0.1 µm
G = 0.2 µm

Retention Rating

PFF

Fittings

Fluoroline P1500 - Ordering Information

Z = 0.05 µm 8P = 8 mm inlet/outlet, 6 mm vent/drain Super Type Pillar Fittings

15P

V = 0.1 µm
G = 0.2 µm

Retention Rating

PFF

Fittings

Fluoroline P3000 - Ordering Information

Z = 0.05 µm 8P = 8 mm inlet/outlet, 6 mm vent/drain Super Type Pillar Fittings

30P

V = 0.1 µm
G = 0.2 µm

3F = 3/8” Inlet/Outlet, 1/4” Vent/Drain Flaretek Compatible Fittings

3F = 3/8” Inlet/Outlet, 1/4” Vent/Drain Flaretek Compatible Fittings

Flow Rates

Fluoroline P1500 Disposable Filters
8 mm Super Type Pillar Fittings and
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Fluoroline P1000 Disposable Filters
1/4” Flaretek Compatible Fittings
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Fluoroline P3000 Disposable Filters
8 mm Super Type Pillar Fittings and
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Fluoroline P1000 Disposable Filters
1/4” and 6 mm Super Type Pillar Fittings
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Mykron
Mykron Microelectronics Co., Ltd. 
上海资方微电子有限公司
Suite 318, B Office Tower, Poly Plaza
No.14, Dong Zhi Men Street (South), Dong Cheng District
Beijing, 100027, China
Tel. (86)10-6551 0500      Fax (86)10-6551 0501


