LINTEC

MC‘700 Series

Variable Range (VR)

LINTEC

MASS FLOW
CONTROLLER

Ao,
L L '

+*

! Equipped with variable rotary switch for various gas and flow rate adjustments.
“" Variable rotary switch allows for multiple outputs, reducing the need to stock spare units.
“" Original flow rate sensor for long term stability.

" Equipped with general digital interface RS-485.

(RoHS)



M Specifications M Ordering information
Mc-710 | Mc-720 | MC-730 MC-710MC-4VR2A0A0AO-VR-GAS-RANGE

Flow rate range 10SCCM to 35LM | 3.1SLM to 10SLM | 11SLM to 50SLM [11 [2][3]1 [4] [51 [6] [7] [8]
(VR number) (02 to 06) (08 to 09) [1] Type
Valve operation mode MO:Normally o.p.en M.C:l\.lormally close MC:Mass flow controller
IFrlwternatI surfatceltreatment Pre;l:::gg(l)/ls:lgg 2] Model
OW rate control range or.o.
Analog flow rate setting signal [ Proportional to flow rate 0.1 to 5VDC MC-710 MC__720 MC-730
Analog flow rate output signal | Proportional to flow rate 0.05 to 5VDC [3] Valve operation mode
Variable function(VR) Changéal.)le.by using .ro'tary switches(0.50 t02.00.) MC .Normally closed
Range is limited by original flow rate range of unit MO lNormaIIy opened
Accuracy(Note1) +1%F.S. 4] Fitti
Repeatabirity(Note1) +0.2%F.S. [4] FlttlngS
Response time 1.0 Second(Typical ) 4VR2 :6.35mmVCR Type  124mm
Operaing AferRBlsureNote2) | 50 to 300kPa[100 to 300kPa[ 150 o 300kPa *Please consult us for other fitting types.
Maximum operating pressure 500kPa(G)
Withstanding pressure 1MPa(G) 4VR1:6.35mmVCR Type  106mm
Gheabing teme, Murisity 5t050°C+ 0to80%RH (with no condensation) 4SWL: 6.35mmSWL Type 127mm
(Accuracy insurance 15 to 35°C) .
Storage temp. /Humidity 0to 60°C+0to80%RH (with no condensation) [5] Other optlons
Leak integrity 1X10""Pa + m3/sec He Default settings is labeled “AOA0A0Q” ,
Mounting direction Free Please consult us for more information.
Materials exposed to gas Stainless steal 316L, PCTFE, PTFE [6] Please refer to the VR corresponding chart
Seal materials Stainless steal 316L If the VR number is not specified, please refer
Actuator Piezo electric actuator to the VR number available on the MFC.
Fitting 6.35mmVCR 124mm (MFC standard select)
Power supply +15VDC=£3%:120mA -15VDC+3%: 50mA [7]1 Gas type
Digital interface RS-485 (RJ-45) 2-wire Maximum connection 32unit .
Weight Approx. 1kg [8] Full scale flow rate and unit
(Note 1) The value at the time of shipping.This may change with usage of VR function. SCCM(OOC'] atm ) ' SLM (OOCI1 atm)

(Note 2) The value at the time of shipping.This may change with gas type and flow rate setting. . D :
emensions

M VR corresponding chart

=10
VRNo. [Flow rate range| VR value |Standard ( )
3 in Nitroggn applicable | flow rate EE” He Fowr
02 10 to 30SCCM|[0.50t0 1.50 | 155CCM
03 25 to 100SCCM|0.50t02.00 | 50SCCM
MC-710 04 75 to 300SCCM|[0.50t02.00 | 150SCCM o -
05 0.25 to 1SLM ]0.50t02.00 | 500SCCM o 2
06 0.75 to 3SLM |0.50t02.00 | 1.55LM 2 § I~
07 |25t 105LM [050t02.00 | 55LM . 93 C)
08 10 to 30SLM [0.50t01.50 | 155LM : o e | ,\
09 | 30 to 505LM [060t01.00 | 305LM c ° i3 2 j:m o
This MFC is a mass flow controller with the additional functionality of changing gas type ® ® @
and flow rate . (VR function) By using the 3 rotary switches on the MFC, the gas type HEX17 /4
and flow rate can be changed. The rotary switches are placed conveniently on top of the 28.6 . Mddepth5124
MFC unit so that adjustments can be made accordingly even after the unit is set in position. Fj_ﬁ__
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M The contents of this brochure are correct as of Jul.,2013.

M For information not included in this brochure, please contact your nearest

Read and understand completely the operation LINTEC distributor.
A Py P M Specifications may be changed without prior notice.

L ]
manual to secure your safty. M Before shipping to a third country, consult LINTEC.
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