LIQUID | Product For Liquid Applications

High Temperature Vaporizer

VU-550 series

i 5

M Outlines
VU-550 Series: Solenoid actuator-equipped, high
temperature liquid vaporizer
Efficient liquid vaporization control when used in
combination with LM-3000L Series
W Features
High precision liquid vaporization system control using
solenoid actuator
Vaporization chamber volume equivalent with
VU-450 Series
With maximum operating temperature up to 300°C,
VU-550 Series are most suitable for the use of liquid
with low vapor pressure and high flow rate, such as, low-k
high-k materials, and ferroelectrics
Carrier Gas Rapid vaporization of the liquid sprayed upon the use
of double orifice nozzle within vaporization chamber by
radiant heating
| Vaporization Long-term leak tightness ensured using metal seal

Chamber
RoHS

Precursor.

Gas Outlet
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Light-contact Vaporizer ¥ Outlines
. VU-900 Series: Vaporizer providing stable
VU-9OO Se ries vaporization of liquid source by preventing heat
Shut Off Valve deterioration through reducing possibility of direct
contact of liquid with vaporization chamber
Efficient liquid vaporization control when used in
combination with LM-3000L Series
W Features
High precision liquid vaporization system control using
solenoid actuator
Most suitable for thermally unstable materials such as
low-k, high-k, and various metals
Chamber Rapid vaporization of the liquid sprayed upon the use
of double orifice nozzle within vaporization chamber by
radiant heating
Long-term leak tightness ensured using metal seal

RoHS

Flow Control Valve

Precursor.

High Flow Rate Vaporizer ¥ Outlines

VU [~ 1 1 o VU-1100 Series: Large-size vaporizer suitable for high-flow-rate

liquid applications
£ 1 - Precursor  Carrier Gas Efficient liquid vaporization control when used in
=y combination with LM-3000L Series and CV-1100 Series
(control.valve not included)
M Features
Ensured high flow rate vaporization for large surface areas,
such as LCD and solar panels, with higher vaporization capacity
and higher heating power
High-flow-rate liquid vaporization is possible with nozzles
uniformly introduce liquid into vaporization chamber through
—— vessel walls, resulting in high efficiency heat conduction within
the system

RoHS
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Model VU-0550N
Liquid inlet VU-0550N-A 1xvalve
VU-0550N-D, -H 2xvalve
VU-0550N-J, -K 3xvalve
Maximum TEOS 20g/min
vaporation rate H20 5g/min
Flow rate control range 10-100% F.S.
Carrier gas VU-0550N-01 0.8-1.58LM
flow rate VU-0550N-02 1.5-35LM
VU-0550N-03 3-6SLM
VU-0550N-04 6-10SLM il
VU-0550N-05 10-14SLM FE———
VU-0550N-06 14-20SLM
VU-0550N-07 20-40SLM E
VU-0550N-08 40-80SLM o
VU-0550N-09 80-130SLM C
Operating differential pressure 50 ~ 300kPa w—
Withstand pressure TMPa(G) U
Valve operation mode Normally closed <
Maximum power |VU-0550N-L1 120V, 800W >
consumption VU-0550N-L.2 240V, 800W v
Themocouple K Type 1pc o
Recommended temperature PID )
control method —
Maximum operating temperature 300°C N
Thermal switch 350°C +9°C Open m
Leak integrity 1x107'Pa - m3 / sec He P
Wetted materials SUS316L, Ni-Co, polyimide (e
Seal materials Au pa
Control valve actuator Solenoid actuator —
Mounting position Vertically upward direction of the actuator =

Weight

6kg

Maximum

VU-0920N

VU-0912N

VU-0914N

vaporation rate 5g/min 7g/min 10g/min
Flow rate control range 10-100% F.S. 10-100% F.S. 10-100% F.S.
Operating differential pressure 50 ~ 300kPa 50 ~ 300kPa 50 ~ 300kPa
Withstand pressure TMPa(G) TMPa(G) 1MPa(G)
Valve operation mode Normally closed - =
Maximum power [120V 800W - -
consumption 240V 800W 2400W 8400W
Thermocouple K Type 1pc K Type 1pc K Type 2pcs
Recommended temperature

control method B PID PID PID
Maximum operating temperature 300°C 200°C 200°C

Thermal switch 350°C +9°C Open
Leak integrity 1x107""Pa - m® / sec He
Wetted materials SUS316L, Ni-Co, polyimide
Seal materials Au

Control valve actuator

Mounting position

230°C +£10°C Open
1x10""Pa - m3 / sec He

230°C +10°C Open
1x107""'Pa - m3 / sec He
SUS316L SUS316L, PFA
Au, Karlez® Karlez®
Solenoid actuator - -

Vertically upward direction of the |Horizontally downward direction of |Horizontally downward direction

actuator the connector of the connector
Weight 5kg 7kg 20kg
o e O < Vo P Nl e S e s T PR T - 1 |
Model VU-1100
I 200g/min
Flow rate control range 10-100% F.S.
Operating differential pressure 50 ~ 300kPa
Withstand pressure TMPa(G)
Valve operation mode -
Maximum power 120V : -
consumption 240V 12000W
Themocouple K Type 2pcs
Recommended temperature PID
control method
Maximum operating temperature 250°C
Thermal switch 270°C +10°C Open
Leak integrity 5x10°Pa - m3 / sec He
Wetted materials SUS316L
Seal materials Karlez®
Control valve actuator -
Mounting position Horizontally downward direction of the connector
Weight 60kg
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